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A Real Game Changer

· Proven to meet the water-retention requirements of ASTM C156 

· Independent laboratory testing confirms that DAY1 exceeds ASTM C156
· Meets the moisture retention requirements of ASTMC309 or AS3799 standards
· Meets STDs for Liquid membrane-forming curing compounds AS3799 & ASTM C 30937
·    Reduces Water Vapor Transmission as Per ASTM F1869 ‐ (MVER)

·    Mitigates Volume of Water Vapors as Per ASTM D 4263
· Closes concrete pores so effectively that the surface becomes water repellant

· Third-party tested to mitigate potential for ASR pop-outs

· Eliminates dusting

· Strengthens (hardens) surface increases compressive strength by 20% - 30%
· Helps strengthen bond between concrete’s surface layer and inner slab

· Prevents salts from accessing lime and damaging concrete surface
· No need for any other treatments such as Densifiers 
· Decreases alkali silica reaction ‐ (ASR) Reduces potential for slab curling

·    Reduces efflorescence on both colored & standard concrete 

·    Colloidal silica chemical reaction reduces Ca(OH)2 migration

·    Eliminates the need for added water- hence reducing cement water ratio

·    For full testing data visit DAY1 testing reports at www.concretesealers.co.nz/concrete-curing/
