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A Real Game Changer - Better Concrete Happens on DAY1

                 Lythic DAY1 selected as Most Innovative Product at WOC 2013.


Add value to your Business and Customers with the breakthrough technology Lythic DAY1.
· Eliminates the need for extra water 
· Speeds finishing – no sheeting or setting up sprinklers etc
· Increases surface compressive strength approximately 20% ‐ 30%
· Reduces he ability for liquids to penetrate
· Strengthens (hardens) surface - Increases abrasion and wear resistance
· No need for any other treatments/ Densifiers
· Provides quicker access to the surface.
· Helps finishing under hot, dry, sunny & windy conditions
· Extends surface workability time by 15 to 30 minutes
· Increases impact resistance
· No membrane is formed that requires removing
· Colloidal silica chemical reaction reduces Ca(OH)2 migration

· Reduces efflorescence on both colored & standard concrete 

· Minimizes checking, crazing & scaling

· Decreases potential for alkali silica reaction ‐ (ASR)

· Reduces potential for slab curling
· Reduces operator fatigue and trowel wear reduces labour costs
DAY1 reacts with Calcium Hydroxide and Silica components of the slab resulting in a Densified, Dust-Proofed, Abrasion resistant surface. 
DAY1 increases the durability and performance of the concrete surface. 

The technology of Colloidal Silica is unique in that it Bonds with itself, a property not seen in any other product. This new technology unique to the market utilizing Lythic Colloidal Silica provides clients with options currently not available.
With the Lythic technology the options for floor finishes Increases while the cost Reduces and offers the opportunity to provide a package solution for concrete floors – Placing and Finishing.

 Lythic Colloidal Silica technology produces a Densified, Dust Proofed, Abrasive Resistant floor with great aesthetics and ease of cleaning. 
The New Floor, Hardware Floor and Exposed Aggregate Floor can also be utilized with out the Lythic DAY1 option. 
Click on links below to view Videos of DAY1 application.
http://www.youtube.com/watch?v=fVU-jmz3DPc
http://www.youtube.com/watch?v=Fqj3qUph6cM
http://www.youtube.com/watch?v=kcT3-bO_1Q4
http://www.youtube.com/watch?v=l6i48j7icSs
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DAY1 TREATED SLAB

New Floor DAY1 (Burnishing DAY1 Floor)

The following are examples of treating concrete floors with the New Floor DAY1 process.

Option 1:
After 21 – 28 days clean with water and stripper pads.
Burnish with diamond impregnated pads with a 2000 RPM min machine. 
Apply Lythic Protector (application of Protector directly on DAY1 slab should be done only when moisture content is low and controlled)  to increase shine level. 

Option 2:
After 21 – 28 days Clean slab with auto scrubber and Red/Black pad
Apply Lythic Densifier or XL Densifier and burnish with diamond impregnated pads with minimum 2000 RPM machine.
Option: Application of Protector for increased shine if required.
Clean slab with auto scrubber red/black pad and water once, completely dry apply Lythic Protector and burnish with diamond impregnated pads with minimum 2000 RPM machine.

Option 3:
Apply Lythic Densifier or XL Densifier directly after pour.
After 21 – 28 days clean and apply Lythic Densifier and Burnish with diamond impregnated pads with minimum 2000 RPM machine.
Option: Application of Protector for increased shine if required.
Clean slab with auto scrubber red/black pad and water, once completely dry apply Lythic Protector and burnish with minimum 2000 RPM machine

or
New Floor Hardwear Floor (no grinding)
Breakthrough Technology that provides a Densified, Dust Proofed, Abrasive Resistant floor with a Shine. 
View Hardwear Floor Process video www.lythic.net/process/hardwear

or
New Floor Exposed Aggregate (polished floor)
Lythic produces a better polish with ability to achieve higher shine finish with lower grit abrasives
www.concretesealers.co.nz/exposed-aggregate-system/
www.concretesealers.co.nz
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CONCRETE PLACED WITH STANDARD CURING METHOD (no DAY1)

Using standard curing methods Lythic can deliver high quality durable finishes very economically.
New Floor (burnished floor)
Place slab with standard methods. 
Option 1:
Apply Lythic Densifier or Lythic Densifier XL directly after final power trowel and once all surface water has gone.
After 21 – 28 days clean with water and stripper pads and Burnish with minimum 2000 RPM machine with Diamond Impregnated Pads.


To increase shine further and increase stain resistance, clean with water and stripper pads and apply Lythic Protector or apply Lythic SPD in light traffic areas for max stain resistance.
or

New Floor Hardwear Floor (no grinding)
A Breakthrough Technology that provides a Densified, Dust Proofed, Abrasive Resistant floor with a Shine.
After 21-28 days proceed with standard Lythic Hardwear Floor protocols. 
View video of Hardwear Floor Process www.lythic.net/process/hardwear
or
New Floor Exposed Aggregate (polished floor)
After 21-28 days proceed with standard Lythic Polishing protocols.
http://www.concretesealers.co.nz/wp-content/uploads/2013/12/Diamond-Polishing.pdf
www.concretesealers.co.nz

